DESOTC, INC
‘ g MATERIAL SAFETY D&Tﬂ SHEET NPCA 1-T72
FUR COATINGS, RESINS, AND RELATED MATERIALS
(APPROVED BY US DEPARTMENT OF LABOR MESSENTIALLY SIMILAR™ TO FORM QSHA-20)
SECTION I
DESGTO, INC. 170C¢ S. MT. PROSPECT ROAD
ADMINISTRATIVE AND RESEARCH CENTER DES PLAINES, ILLINOIS 60018
EMERGENCY TELEPHONE (312> 291-3000
Thek. Luisl Gony Unsterless)
PRIDUCT CLASS MANUFACTURERS CCDE IDENTIFICATION
MODIFIED POLYESTER 822X326
MS 21T -3423) |
TRADE NAME SUPER DESOTHANE DATE OJF PREPARATION 04/724/84
SUPERSEDES 091/722/84 MSCS
scksecksorsoioreerskkex SECTION T I-HAZARDDUS INGREDIENTS sdfumciocksiokdolsisioiskiioiokgokioks:
INGRZDIENT 7 BY% TLV VAPOR
WEIGHT PP MG/CU.M  LEL PRESSURE
3 20 DEG C
sUTYL ACETATE 1C0.0 150 710 1.7 8.0
METHYL ETHYL KETONE 15.0 200 590 1.8 70
METHYL ISOBUTYL KETONE-SKIN 1C.0 50 208 1.4 15
SILICA-AMORPHOUS 15.0 £ TOTAL NA NA
CYCLOHEXANONE 10.0 25 100 1.1 3.4
% PERCENT EY WEZIGHT:
T3 NEAREST 3%, PLUS CR MINUS 5%, FOR SUBSTANCES 5-95%3
<5.0 FOR SUBSTANCES 3=5.9%3
’ <0.5 FOR SUSBSTANCES 0.0 De5%.
NE = NOT ESTABLISHED
N& = NOT APPLICABLE
stk sokomekkoy. SECTION III=-PHYSICAL DATA sefoissksisoiolsokioksriomiokdlok kot
PROPERTY MEASUREMENT
BUILING RANGE 176.0 TO 313.0 JEG F. 80,0 T2 157.0 DEG C.
2760 MM HG
VAPUR DENSITY X HEAVIER LIGHTER THAN AIR
AZIGHT PER GALLON 10.1 LBS.
PERCENT VOLATILE BY VOLUME 59.5
EVAPORATION RATE FASTER X SLOWER THON ETHER
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Sk etk SECTION IV-FIRE AND EXPLOSION DATA sesesesioksiostosiieisookiokioeis

DAT CATEGORY FLAMMABLE LIQUID FLASH POINT 22.0 DEG F.
G544 CATEGORY FLAMMABLE LIQUID-CLASS I © (CLOSED CuUP) -5.6 DEG C.
LOWER EXPLOSIVE LIMIT SEE I1I

EXTINGUISHING MEDIA: USE NATIONAL FIRE PROTECTICON ASSOCIATION CLASS B
EXTINGUISHERS (CARBON DIOXIDE, DRY CHEMICAL CR FOAM),

UNUSUAL FIRE AND EXPLOSION HAZARDS: KEEP CONTAINERS TIGHTLY CLOSED. ISOLATE
FROM HEAT, ELECTRICAL EGQUIPMENT, SPARKS AND DPEN FLAME. CLOSED CONTAINERS MAY
EXPLODE  WHEN EXPIOSED TO EXTREME HEAT., D0 NCGT APPLY TO HOT SURFACES.

SPeCIAL FIRE FIGHTING PROCEDURES: WATER SPRAY MAY BE INEFFECTIVE. WATER MAY
5% USED TO COOL CLOSED CONTAINFRS TO PREVENT PRESSURE BUILD-UP AND POSSIBLE
AUTO IGNITION 0OR EXPLOSION WHEN EXPOSED TG EXTREME HEAT. IF WATER IS USEDR, FOG
NOZZLES ARE PREFERABLE.

Sokscsickookio ko etk SECTIAON V-HEALTH HAZARD DATA sosiosociolsinoising e neiciesiokioi jolosiolsk

THRESHOLD LIMIT VALUE: SEE TI (NOT ESTABLISHED FUR PRODUCTD

EFFECTS OF OVEREXPOSURE:

INHALATIONG ANESTHETIC. IRRITATION OF THE RESPIRATORY TRACT OR ACUTE NERVOUS
SYSTEM DEPRESSION CHARACTERIZED BY HEADACHE, DIZIIN ESS, STAGGERING GAIT,
CONFUSIZSN, UNCONSCIOUSNESS QR COmA.

SKIN OR EYE CONTACT: PRIMARY IRRITATICN,

EMERGENCY AND FIRST AID PROCECURES: IMHALATIONS: REMCVE FRUOM EXPIOSURE.

RESTORE BREATHING. EEP WARM AND QUIET. NOTIFY A PHYSICIAN., SKIN CONTACT:
WASH AFFZCTED AREAS WITH WATER, REMCVE CONTAMINATED CLOTHING. CONSULT A
PHYSICIANWN. EYE CONTACT: FLUSH WITH WATER FOR 15 MINUTES. CONSULT A PHYSICIAN.
INGESTION: CONSULT A PHYSICIANM,

g sty aleade wle wie wly he W wte Aty aly ale wle Wby e ole ale ats whe s whe s ale o4 I " T I ™ e sle he le te le wle sty ol e ade Sle Ste ole wir uie Wl b J' Wl abs abs ale wl wis abs
Nosk oSkl ekl SECTION VI-REACTIVITY DATA seoskuciokioiooiokeisooeickoissiok ook
S B i H i 5 " X Q L E

INCOMPATIBILITY (MATERIALS T4 AaviID):@

OMPOSITION PRIDUCTS

HAZARDOUS DEC
F COMBUSTION ARE HAZARDOUS

PRODUCTS U
HAZARDOUS POLYMERIZATION: MAY DCCUR X WILL NOT OCCUR

CONCITIONS TG0 AVOID:
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sokcoioicsioiosookosiaksekscir SECTION VII-SPILL R LEAK PROCEDURE Sssmiukssensi i fesokoioiosie ook

STEPS TO BF TAKEN IN CASE MATERTIAL IS FRELEASED CR SPILLED: REMOVE ALL SOURCES
OF IGNITION. AVDID BREATHING VAFORS, VENTILATE AREA. REMDVE WITH IMERT

ABSLRBENT AND NON-SPARKING TGOLS.

WASTE DISPOSAL METH{QO0S: [DISPOSE IN ACCCRDANCE WITH LGCAL, STATE AND FEDERAL
REGULATIONS. INCINERATE IN APPROVED FACILITY. 00 NOT INCINERATE CLOSED
CONTAINERS.

wseorseorseskioons SECTION VIII-SPECTIAL PROTECTION INFORMATION soigsckisoriioins

RESPIRATORY PROTECTIONS - Id DUTBOOR OR 0OPEN -ARETAS USE NISSH APPROVED
MECHANICAL FILTER RESPIRATOR.

IN «;STRICTNU VENTILATION AREAS USE NIOSH APPROVED CHEMICAL-MECHANICAL
SILTER

IN CGNFINED AREAS USFE NIOSH APPRIVED AIR LINE TYPE RESPIRATORS DR HOODS.

VENTILATIONS WHEREZ EMPLOYFES MAY 8F EXPDSED, FROVIDE GENERAL DILUTICON CR LOCAL
EXHAUST VENTILATION IN VOLUME AND PATTERN T"l KEEP TLV 0OF HAZARDCUS INGREDIENTS
IN SECTION II BELOW RECDMMENDED (ACGIH) 0OR REGULATED (QSHA) LIMIT. WHERE
EMPLOYEES WILL NCT BE EXPOSED, KEEP LEL IN SECTION II BELOW 25% OF LIMIT.

i

4

H

PROTECTIVE GLOVES: RECTMMENDED X REQUIRED
EYE PROTECTION: USE SAFETY EZYEWARE DESIGNED TO PRUTECT AGAINST SPLASH OF

LIQUIDS.

OTHER PROTECTIVE EQUIPMENT: PREVENT PROLONGED SKIN CONTACT WITH CONTAMINATED
CLOTHING.

sk ool sosior. SECTION IX=SPECTIAL PRECAUTIONS sektiscicisomoiorii ookt
PRECAUTIONS TO 3E TAKEN I HANDLING AND STORING: DO NOT STORE A3OVE 120 DEG. F.
STORE LARGE QUANTITIES IN 3UILDINGS DESIGNED FOR STCORAGE OF FLAMMABLE LIQUIDS

OTHER PRECAUTIONS: UD NOT TAKE INTERNALLY. CONTAINERS SHOULD BE GROUNDED
WAZN POURING. AVIID FREE FaLlL OF LIQUID IN EXCESS OF & FEW INCHES,

00 ONOT SANDy FLAME CUT, BRAZE OR WELD THE ORY COATING WITHOUT NIOSH
APPROVED RESPIRATOR OR APPROPRIATE VENTILATION,

UBSERVE PRECAUTIONARY LABEL WARNINGS.

PREPARED BY S, M, STEVENSON —a\\\\\
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